
METER INSTALL & METER PIT INSPECTION POLICY 
FOR NEW CONSTRUCTION 

3 S. Timber Ridge Parkway www.townofseverance.org  Phone: 970.686.1218 

An important priority of the Town of Severance is to ensure that the utility meters providing Town services are 
installed correctly at the time of new construction. It is the builder's responsibility to make sure the meter pit 
and curb box meet all the requirements before they call for a water meter to be installed or for inspections. Due 
to the number of water pits and curb boxes that are not ready for water meter installation, the Town reserves 
the right to charge a $  fee for each subsequent trip. 

Meters shall be placed at the direction of the Town Administrator. (Municipal Code Sec. 13-4-70) 

INSTALL & INSPECTION FREQUENCY:  
To schedule a meter install 
To schedule an inspection for the meter pit and curb box, please email inspections@townofseverance.org

All installs and inspections must be scheduled at least 24 hours prior to the day requested. The install or 
inspection will take place between 8:00 a.m. and 3:00 p.m. on the day requested. Each new structure or 
addition is allotted two inspections and thereafter, each additional inspection will be assessed a fee of $ .00 
per inspection. In the event a Developer, Contractor or Property Owner cancels an inspection request on the 
day of, it may result in a failed inspection and/or assessed a fee at the discretion of the town. Please note that if 
an inspection fails for any reason, re-inspections will not occur on the same day. It is the responsibility of the 
Developer, Contractor or Property Owner to reschedule an inspection by contacting Town Hall. 

Before the water meter is installed: 
1. The meter pit lid and curb box need to be above ground and accessible. All things associated with the

water meter, water meter pit, and curb box, need to be intact and in perfect operating condition.
2. The curb box needs to be directly over the valve, so the water can be turned on to flush the line.
3. The yoke needs to be 18 inches below the top of the cast iron lid. (see diagram attached)
4. The yoke needs to be centered in the pit with a piece of ¾ inch PVC pipe and attached with plastic wire

ties. (see diagram attached)
5. Framing complete and pit at grade.

Before the C/O is issued: 
1. The pit will be inspected to meet all requirements. (including those above)
2. Pit lid and curb box need to be at final grade, they both need to be at the same level.
3. If risers are used, they need to be secured to the pit.
4. The curb box needs to be straight, so the valve wrench fits on the shut off valve.
5. All things associated with the water meter, water meter pit, and curb box, need to be intact and in

perfect operating condition.
6. If anything is found broken or damaged, the builder will be charged for the cost of parts and labor.

DISCLAIMER 
To the extent that any previous rule, regulation, policy or past practice, written or unwritten, is in conflict with 
the provisions of this policy, such is hereby withdrawn, voided and all personnel shall conduct themselves in 
conformity with this policy. This Meter Pit Inspection Policy is not intended to create and should not be 
construed in any manner as creating a guaranty that any issue associated with meter pit conditions are 
eliminated by the Town’s efforts to maintain the meter pits in accordance with this Policy.




